LION-DL60AXV2501

LED DOWNLIGHT DATA SHEET

LION

POWER & LIGHTING

Input voltage AC100-240V

Frequency(Hz) 50/60HZ

Output DC36-42V, 500mA

Color description DwW NW Ww

Color temperature 5000K 4000K 2700/3000K
Lumen (Im) 2250+10%  2150£10%  2000%10%
Efficacy (Im/w) 90 86 80

CRI CRI80 & 90 available

Power factor 0.9

Beam angle 40° / 90° interchangeable

Operating temperature
Certification

Warranty

Rated lifespan

-103 ~ 603
CE and ROHS

3 years

50,000 hours

Package details

Kindly note:Driver is included.

Box 1PC

1.44kg

25.5*22*10.5cm

Carton 8PCS

12.54kg

54.5*44.5*25cm
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LED Downlight

Reflector + Optical lens design --- imitates light

distribution of traditional lamps.

40D/90D --- Angles can be changed by yourself.

Anti Glare Design --- UGR<19.

Pure AL House --- 30% Smaller house with 40%

higher Power. Longer Lifespan.

Modular Structure --- Bezels/Reflectors/Lenses

Interchangeable. Saving 90% of the stocks!
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Product Advantages I I O N

1. 40D/90D --- Angles can be changed by Screw on & off by yourself. SOLARPOWER & LIGHTING
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Pure Aluminum Material Specialized Thermal Cooling System Nanotechnology Painting
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Passed 800 hours salt
spray test and oxygen
'f plasma corrosion test

|

Have a stable
performance during
-10°~85°
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Light Data
SOLARPOWER & LIGHTING

IES test result of downlight 40°
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Application




