
Box 1PC 0.295kg 17.3*12.5*6.3cm

Carton 50PCS 16.25kg 64.5*36.5*34cm

Package details Kindly note:Driver is included.

10WATT
LED Ceiling Downlight

LION-RA-DLAXV1001
LED CEILING DOWNLIGHT DATASHEET

Â CREE LED, high lumen in the center point.

Â Super Thinnest: 26.6mm Height,wide application

Â Lumen up to 900lm.

Â Unique optical lens, beautiful light distribution and UGR<19.

Â Full series: Round/Square,Fixed/Adjustable, White /Silver

/Black colors, different lenses for options.

Wattage (W)

Input Voltage

Output:

Color description

Color temperature

Lumen (lm)

Efficacy (lm/w)

CRI

Power factor

Beam angle

Net weight

Operating temperature  

Dimmable

Certification

Warranty

WW

2700/3000K

800±10%

80

10±0.5W  

AC100-240V

DC36-42V , 200mA  

DW NW

5000K 4000K

900±10% 850±10%

90 85

>83 >83 >83

0.9

38°

146g

-10ᴈ~ 60ᴈ

Available

UL,CE, and RoHS compliant  

5 years

Product options
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Õ Fast installation

Õ High light efficiency

Õ Energy Saving

¸ Compatible with 90% of dimmers

Dim range from 0% to 100%

¸ Super-thin 26.6mm, suitable for all ceilings and cabinets

¸ Standard size, replace traditional GU10 and fixtures.

45mm
26.6mm

10mm

¸ IP54, waterproof design, passed 360hrs Salt spray test

Application: bathrooms, outdoor under the roof, moist places with shelters...
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28 lx

49 lx

110 lx

437 lx
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IES test result of ROUND ceiling downlight 3 8 °

19 lx

34 lx

75 lx

300 lx

6m

8m

4m

2m

Application

IES test result of SQUARE ceiling downlight 3 8 °

Light Distribution Illuminance (lx)

Light Distribution Illuminance (lx)
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